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Product data sheet

General Description Product Specification

CALCICOAT™ calcium chloride (CaCl,) is a white, high

purity granules with 94 to 97 weight percent CaCl.. General
It has the following features when compared to its Chemical Formula cacl2
Higarest campetioe: Appearance White Granules
e When sprayed, the shape of granules makes - -
them more controllable than powder shape. Internal Code Calcicoat
« Higher concentration of calcium chioride gives

a higher heat of dissolution, promoting faster )

melting and higher penetration rate as a Chemical Analysis. ]

deicer. Item Unit | Specs Test Method Ref.
Applications CacCi2 % | Min94 | Complexometric | Internal

= L . i I

CALCICOAT™ Calcium chloride is used in petroleum Mgcl2 % gt | fomplwometric nternal
industry as drilling mud additive and drying petroleum . :
fractions, in cement manufacture to low alkali and Physical Analysis.
acting as a source of chloride. To melt the Highway ice _— Unit o Test Ref
for sidewalks, parking lots and driveways. This high P Method ;
energy should be s?rin!(led lightly and evenly over ice Solubility | gm./100 | Min | Solubility
surfaces at an application rate of about 2 pounds per in H,0 mi H,0 71 Test Internal
200 square feet. Thawing begins immediately.
e i pH355g/
@@fgiy and ﬁgﬁﬁggﬁg 100 ml H,0 - 7-10.5 | pH meter Internal
CALCICOAT™ Calcium chloride (CaCl;) when in D:::!;tv s Jrtia “(;"; L°:j:— IFDCS-111
solution is a strong salt solution. Protective clothing, - : P
rubber gloves and eye protections are recomlpended. Moisture 9% Max Oven AOAC950.01
Rubber safety boots should also be worn in work Content 0.5
areas. Before using this product refer to the MSDS for
complete safety and handling guidelines. For proper Screen Analysis.
disposal guidelines for calcium chloride wastes, Un Test
consult the appropriate local regulatory authorities. item it | SPeCs | paithod | Ref
Store in tightly closed, airtight containers. Store in - +3)mm | % | Max5 =
closed, cleaned, dry and well-ventilated place. Keep =] ‘ - e
away from incompatible substance such as moisture, £ | (3)mm++05)mm | % | Min85 | < sol 2
zinc, steel and materials that support consumption (2 {- 0.5 )mm % | Max10 L -
such as oxidizing agents. Product is hygroscopic so

protect them against atmospheric moisture. This
product is subject to deterioration during storage, the
presence of water, humidity will accelerate this
deterioration so protect against water and
humidity. Protect against heat (don’t store above
temp. 30C). Keep away from direct sunlight. Protect
against physical damage. Don't put the product
directly on the floor, Stored the product on pallets.
Ensure that local, federal and national legisiation on
storage conditions are observed.
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