ALPHA STONE

®

ALPHA STONE

for grinding & packing

calcium carbonate
Color degree | i ~ Bright white(>95%)
Shape - Powder
Particle Size (% weight retained) <5 % at 150 ym
Apparent Bulk Density (g/cm?) 950 ,
Reaction to fire resist (1000C )till 2 hours with out deformation
Acoustic performance ‘ decrease acoustic waves to 50 %
Thermal Conductivity - ~ ; 0.316 Wi(m.k)

INSTRUCTION FOR USE

4 f"‘

The recommended plaster to water ratio is between 1.20:1 and 1.30:1, with a mixing time of
approx. 2 to 4 minutes, depending on batch size and gsf%sie? shop process.
\ d Pl aa?ea must be measured carefully to ensure constant performances.

se consistency to use will need to be adjusted to suit the individual application.
o pla @‘;w to water ratio will influence product performance particularly setting time,
nd permeability.
PACKAG’NG R ———————— SRS —— —— I —
Packing avallable - Shelfiile (month)
Bag 25 kg — 40 kg ; 6
Bulk pallet 15-20T 6

ons and in its original packaging, the product will have a specified
8 anufacture that is displayed on each palle ia
aging type and packing place conditions.

STORAGE
Plaster based products ar
externally or in any way st

Absorption of moisture c
set strength of plasters

Gypsum minerals can be affected sture and may ahang{: physical properties.
To help protect the product dus sed bags should be cmemzh folded and
closed. Each bag stocks shoul oldest material is used first.
ENVIRONMENT, HEALTH AND SAFETY

Material Safety Data Sheets of International For Building Materials Company plast ters and gypsum

minerals are available

Standard'

Accordin European standard EN13279 —Egyptian standard 188/2013

for all products.

Factory: Almenia industrial zone - Almenia City - Egypt Tel: (+2) 08622 900 04 - (+2) 08692 027 37 Fax: (+2) 08622 900 05 Mob: 0100 10 501 13
Head Office: 66 Mohamed Farid Abo Haded St., Nasr City - Cairo - Egypt Tel & Fax: (+2) 2287 6613 Mob: 0122 73 488 93 - 0100 340 50 80
Website: www.alphastone-eg.com E-mail: info@alphastone-eg.com



